
Galvanized Bolt Type Chain Safety Anchor Shackle 
(Imported)

CATALOG (SKU) NUMBER: CHAIN SHACKLE SAFETY

Standard material for shackle bodies is drop-forged carbon steel.

Design factor is 5:1.

Pins are heat treated and made of alloy steel and galvanized to meet ASTM A-153 specifications.

Statistically tested for impact resistance, tensile strength, hardness, ductility and fatigue.

Available in domestic upon request.
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Safety Chain Shackle



Product Specifications

GALVANIZED BOLT TYPE CHAIN SAFETY ANCHOR SHACKLE (S.C.S) IMPORTED

SIZE 
(IN)

PART 
NUMBER

WORKING 
LOAD LIMIT 

(TONS)

WEIGHT 
(LBS)

DIMENSIONS (IN) TOLERENCE 
(LENGTH) 

(+/- IN)

TOLERENCE 
(WIDTH) (+/- 

IN)A B C D E F

1/2 I50855 2 0.75 0.5 0.6251.68750.8125
NEED 

PICTURE
1.1875 0.125 0.0625

5/8 I50860 3-1/4 1.3 0.625 0.75 2 1.0625
NEED 

PICTURE
1.5 0.125 0.0625

3/4 I50865 4-3/4 2.65 0.75 0.875 2.4 1.25
NEED 

PICTURE
1.8125 0.25 0.0625

7/8 I50870 6-1/2 3.25 0.875 1 2.8751.4375
NEED 

PICTURE
2.125 0.25 0.0625

1 I50875 8-1/2 4.65 1 1.125 3.25 1.6875
NEED 

PICTURE
2.375 0.25 0.0625

1-
1/8

I50880 9-1/2 6.75 1.125 1.25 3.6251.8125
NEED 

PICTURE
2.6875 0.25 0.0625

1-
1/4

I50890 12 9.15 1.25 1.375 4 2
NEED 

PICTURE
3 0.25 1.25

1-
3/8

I50892 13-1/2 11.65 1.375 1.5 4.4375 2.25
NEED 

PICTURE
3.3125 0.25 1.25

1-
1/2

I50895 17 15.95 1.5 1.6254.875 2.375
NEED 

PICTURE
3.625 0.25 1.25
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